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Presidentõs Message 
By Albert Pollard, Jr. 

 

Manufacturerõs Representative Program 
 

Selling sawmills is fun.  The prospects are great, the product superior and sawdust is fun.  But, 

letôs face it; it is easier to sell a sawmill to someone who can see and touch the product.  This is 

why we developed the Manufacturerôs Representative program.  As a Lumber Smith sawmill 

owner, we believe there are a number of you who have:  

 

¶ Experience with the sawmill  

¶ Can use the sawmill effectively  

¶ Good personal computer skills  

¶ The ability to communicate effectively  

¶ Would like to be a Lumber Smith Sawmill Manufacturerôs Representative 

 

While this is not work that will make you independently wealthy, it is relatively easy work, fun 

work and should provide some revenue.  If interested, email or call Eddy Whichard at (804) 577-

8613 (ewhichard@lumbersmith.com) for more details. 

 

Blades 
 

We have blades available.  These blades have tested out as our best blades ever.  We are testing a 

1.14ò deep, .035 thick, .5ò tooth set blade now.  We expect to have it available in the next 2-3 

months. 

 

Part # Blade Packages Qty. Price 
B5 Blades ($22/blade), includes shipping 5 $110.00 

B10 Blades ($18/blade), includes shipping 10 $180.00 

 
Spanish Web Site 
 

Within the next 2 weeks or so, weôll launch a Spanish version of our web site.  Doing it has not 

been as easy as you might thinkégiven none of us speak Spanish.  If you are a sawmill owner 

and speak Spanish, please let us know. 
  

http://www.lumbersmith.com/
mailto:ewhichard@lumbersmith.com


Itõs About the Outcome 
By Eddy Whichard 

 

Cutting Small Logs 
 

This column is focused on cutting small, unstable logs.  The technique can also be used for re-

sawing small pieces. 

 

Before I begin, let me review the equipment/tools I have with me when Iôm cutting.  They 

include (from left to right): 

 

2 or 3 - Ratchet straps 

4 - 15 degree wedges 

4 ï 45 degree chocks, these are often sacrificial 

1 ï Torpedo level 

1 ï Combination square 

Wrenches for the sawmill (7/16, ½, 9/16) 

Several blocks 

2 ï Log cradles 

Cordless drill (not shown) 

3ò screws (not shown) 

  

I believe most of you use log cradles of some description and a few of you have designed some 

really nice ones.  Iôll focus on those later. 

 
Step 1 

 

Cut a log in such a way as to expose a stable, flat work 

surface.  As you can see from the photo, the log is resting on 

2 log cradles with a flat surface down, secured to the cradles 

with 3ò screws. 

 
 
 
 
 
 
 
Step 2 

 

The target log is about 20ò long and 8ò diameter.  It is cherry 

and I want as many 2 ½ò X 2 İò turning blanks as I can get 

out of the log.  Secure the target log to the work surface with 

2 ratchet straps. 

 

 



Step 3 

 

Cut until you reach the 1
st
 strap.  Release that strap and put it behind the blade. 

 
Step 4 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Cut until you reach the 2
nd

 strap.  Release that strap 

and put it behind the blade. 

 
 
 
 
 
 
 


